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DESCRIPTION

The patented self-emptying tipping bucket system in the rain collector is
unique, and places the meteorological rain- and snow gauge among one of the
most accurate collectors. The measuring spoon is tipping automatically and is
emptied by registration of a preset amount of water.

The rain is collected in a funnel and runs through a filter down into a spoon
(a special designed tipping spoon) which is held by a magnet.

The measuring unit is placed in a compartment, and it is possible to collect
the registered rain for a test measuring. The rain runs from the funnel into the
measuring spoon and then through the drain pipe which is mounted in the
flange. The water can be collected in a measuring glass for control
measurement and laboratory test.

RAIN-O-MATIC METEOROLOGICAL RAIN- AND SNOW GAUGE is
selfemptying and consequently secured against frost. The rain gauge is very
precise and has for instance an intensity of 3 mm/0,12 inch per minute at a
calibration of 0,25 mm or 1/100 inch.

RAIN-O-MATIC METEOROLOGICAL RAIN- AND SNOWGAUGE is reliable
and stable. A re-calibration can be done by an adjusting screw.

EQUIPMENT

Electronic LCD counter with 5 digits can be supplied. The LCD counter
accumulates automatically the precipitation and can be reset manually if
required. Supplied with standard 10 meters of cord.

Waterproof box for the LCD counter is available.
The rain collector can also be connected to datalogger/computer.

As extra equipment we can supply fittings for mounting on an existing base
(concrete foundation).

Pylon, stabilizing cross and earth spear can be supplied as extra
equipment.

Stabilizing cross and earth spear measure 63 cm. Tube length between
collector and stabilizing cross as per request.

TECHNICAL SPECIFICATIONS

- Orifice: 200 cm2 / 31 sg. inch
- Diametre: 159,6 mm / 6,28 inch
- Total height: 420 mm / 16,5 inch
- Splashroom height: 225 mm / 8,9inch
- Weight excl. pylon: 21009 / 74,10z
- Resolution: 0,2 mm, 0,25 mm

0,5 mm or 1/100 inch

- Capacity per minute with

12 tippings:
0,20 mm 2,4mm
0,25 mm 3,0 mm /0,12 inch
0,50 mm 6,0 mm
- Max. Deviation at
12 tips/minute +/- 2%
- Top ring with 60 degrees
angle
- Single tipping bucket system
with magnet
- Material: External parts: Styrosun

Collector funnel: Copper
- Electronic temperature

control

- 2 seperate heated rooms: Funnel compartment
3°C, +/-1°C
Registration compartment
22°C, +/-1°C

- Safety thermostat

- Powersupply: In:100-230V AC/50-60 Hz
Out: 24V DC
- Output regulation: +/-5%

Max. Power 50W

- PCB no. 9602 1 pc. NO, 1 pc. NC
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The rain collector is produced of 1. Top ring
the material STYROSUN, which 2. Aluminium flange
has passed the Arizona test 3. FPunnel tbe

. " 6. Aluminium plate with heating element
STYR_OSUN is a very resistant 7. Electronic regulator
material to the UV radiation of the 8. Copper ring
sun, just as it is frost and heat 18' ’\C/I(?dp(ljoler funnel
: : ; . iddle ring
re_5|sta_1nt. It is r_eS|stabIe to all 11 Bottom compartment
climatic conditions. 12.  Measuring unit
13. Drip filter
The electronic printed curcuit 14 Heating regulator for funnel
board is protected against 1? gf;ﬂ”gpe;emem
extreme weather conditions, 18 Heating element for drain
including salt water. 19. Male connection plug
20. Female connection plug
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